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Install new custom tapered pan standing-seam metal roofing at e Install new metal roofing and new trim cladding at all surfaces www . stantec. com
all roofing areas of existing round conical roof, and gable roof, and faces of existing cupola; All new installations to be ) T
per layout, typ.; Refer to spec section 07610 - SHEET METAL weather tight and leak proof typ: Stantec
ROOFING, typ.; All installations to be weather tight and leak Install new bituthane "ice & water guard” at all new roofing
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assess the roof and roof geometry, and advise the engineer if the @ New standing seam metal roof "flat lap seam" location; Seam Copyright Reserved
PYOPOSﬁd pan 13‘)/0‘}¢ will instail adequa{ely, and if not, to assess iay(?ﬂi Sﬂbj?(:t to change, Weﬂfy final seam ia’yout with The Contractor shall wverify and be responsible for all dimensions.
and advise the engineer on how to proceed. engineer prior to start of work. DO NOT scale the drawing - and errors or omissions shall be
Install new custom metal cladding, to match new roofing New roofing fabricator and installer to verify and review all reported to Stantec without delay.
material, in gage and color, at all roof edge and cupola wood > existing dimensions and conditions prior to start of work. zfiniiﬁyrﬁ?iidﬁitﬁi Sisii"é ?Z’f giiwgﬁiisiritﬁi iiﬁeigtcf
trin} elements; Incl}xding facias, sofﬁts_, trir_ns, facc_s, etc., on 8 ) New standing seam metal roof "standing seam" location; Seam aurthorized by Stantec is forbidden.
radius, and as required for a weather tight installation typ. ' layout subject to change, verify final seam layout with
Existing "camera" elements to remain; Disconnect and re-istall engineer prior to start of work. Consultants
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nstair ' TOO; F FE-IRSEA Al ' wood framting and new plywood decking to match existin .
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Remove all existing asphalt shingle roofing and any sub- g . Y e 6
roofing material to plywood decking typ.at all roof areas. ‘ / > , 4 ™
Inspect all plyood roof decking and replace ,‘;
any damaged or rotted areas typically. / =
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